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S440 / S500 / S500B / S650B 

 S440 S500 S500B S650B 

(1) 440 500 650 W 

 ( Voc) 60 125 85 Vdc 

MPPT  8 – 60 12.5 – 105 12.5 - 85 Vdc 

 (Isc) 14.5 15 Adc 

 99.5 % 

 98.6 % 

 II  

 

 15 Adc 

 60 80 Vdc 

 

 1 ± 0.1 Vdc 

(2) 

EMC FCC Part 15 Class B IEC61000-6-2 IEC61000-6-3 CISPR11 EN-55011  

 IEC62109-1 ( II ) UL1741  

 UL94 V-0 UV   

RoHS   

 VDE-AR-E 2100-712:2018-12  

 

 1000 Vdc 

 (  x  x ) 129 x 155 x 30 129 x 165 x 45 mm 

 720 790 g 

 MC4(3)  

 0.1 m 

 MC4  

 (+) 2.3, (-) 0.10 m 
(4) -40～+85 ˚C 

 IP68  

 0 – 100 % 

(1) STC 5  

(2) CE  – CE  

(3)  

(4) S440 S500 +85°C S500B S650B +75°C  

 
 

 

PV (5) 
SE5500H-JPJ / SE5500H AC-S 

 

  

( ) 

S440 S500 8  

S500B S650B 6  

 ( ) 25  
(6) 13750 W 

   

(5) S P  

(6) SE5500H-JPJ SE5500H AC-S 1,000W  
 

S440 S500 ( ) S500B S650B ( ) 

  
 

https://www.solaredge.com/sites/default/files/se-power-optimizer-s-series-ce-declaration-of-conformity.pdf
https://kb.solaredge.com/wp-content/uploads/Support/Japan/se-temperature-de-rating-application-note-JP.pdf

